
FH07 & FH08 – Plastic Horizontal Float Switch
Side-mounted �oat switches available in polypropylene and nylon, making them ideal for a variety of general use 

chemical applications. Easily mounted through a horizontal NPT �tting or internal through-hole, these liquid level sensors o�er 
superior dependability and economy. Featuring a "pivot" style functionality: �oat switches provide point level sensing. 

FH07

FH07-0000 - Polypropylene Side Mounted Switch with 1/2” NPT pipe threads

FH07-0001 - Polypropylene Side Mounted Switch with Panel Fit M12 X1.25
 FH07-0050 - Polypropylene Side Mounted Switch with 1/2” x 1/2” NPT Stab-In Mount

FH08-0000 - Nylon-6 Side Mounted Switch with 1/2” NPT pipe threads

FH08-0001 - Nylon-6 Side Mounted Switch with Panel Fit M12 X1.25

FH08

50 Watt 0.5 Amps 200 VDC

105° C
105° C
105° C

25 psig

0.70

FH07 -0000
FH07 -0001
FH07 -0050

Part Number Switch Type Max Switching
Current

Max  Switching
Voltage Max Temp Max Pressure Speci�c Gravity

50 psig
25 psig50 Watt

50 Watt
0.5 Amps
0.5 Amps 200 VDC

200 VDC 0.70
0.70

105° C
105° C

25 psigFH08 -0000
FH08 -0001

Part Number Switch Type Max Switching
Current

Max  Switching
Voltage Max Temp Max Pressure Speci�c Gravity

25 psig50 Watt
50 Watt

0.5 Amps
0.5 Amps 200 VDC

200 VDC 0.70
0.70

Rotate for normally open (NO) or normally closed (NC) operation, and combine two switches at di�erent levels for high and 
low level sensing or pump control. Horizontal liquid level sensors are mounted through a hermetically sealed hole on the side 
of a tank. When the level of the tank’s liquid rises or falls past the level of the �oat, the �oat will rise and fall with it, activating 
the switch. Wires then send an electric signal to the outside of the tank through the watertight seal, making these 
components essential for accurate monitoring or regulation of �uid levels in many contexts.

Because horizontal sensors come as standard parts or customized OEM, it can be used in a vast amount of applications in 
many markets at a reasonable prices.
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NO

NC

FH07-0000 & FH08-0000

Reference Level
0.12” [3.17 mm]

Lead Wires 22AWG
24" [609.6 mm]

NPT 1/2

Float

3.98” [101.09 mm]

3.23” [82.21 mm]

0.58” [14.85 mm] 1.77” [44.95 mm]

Stem

NO

NC

FH07-0001 & FH08-0001

2.99” [76.14 mm]

3.74” [95.19 mm]

0.58” [14.85 mm]
1.77” [44.98 mm]

Stem

Float

Silicone Gasket

M12 X1.25 

Nut

Lead Wires 22AWG
24" [609.6 mm]

Reference Level
0.12” [3.17 mm]

Stem
3.23” [82.21 mm]

Float

Reference Level
0.50” [12.7 mm]

FH07-0050

NC

NO

3.98” [101.21 mm]

4.53” [115.23 mm]

Lead Wires 22AWG
24" [609.6 mm]

NPT 1/2 NPT 1/2

0.58” [14.85 mm]
1.77” [44.95 mm]
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(PP) (Nylon)

(PP) (Nylon)

(PP)


