
This switch float is designed to sinking in oil but floating on water.

Innovative Design for Optimal Performance

• 316 Stainless Steel Construction: The FS20-X090 is crafted from
high-quality 316 stainless steel, offering exceptional durability and
resistance to corrosion.

• Versatile Application: Whether it’s for industrial runoff or complex
fluid systems, the FS20-X090 adapts to a variety of settings, providing
you with a solution that’s as flexible as it is efficient.

SMD Fluid Controls: Your Partner in Precision At SMD Fluid Controls, we 
understand the critical nature of accurate fluid differentiation. That’s why 
we’ve developed the FS20-0X90 – to provide you with a sensor that not 
only meets but exceeds industry standards. Trust in our expertise to 
deliver a product that enhances your operations and supports your succes
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Why Choose the FS20-X090?

• Specific Gravity: With a specific gravity setting of .90, the FS20-X090 is calibrated to identify the subtle differences
between oil and water, ensuring precise separation.

• High-Temperature Resilience: Designed to withstand temperatures up to 150°C, our device guarantees consistent
performance even in the most demanding environments.

• Robust Pressure Tolerance: Capable of operating under pressures up to 750 PSIG.
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FS20 – High Pressure Liquid Level Sensor
The FS20-X090 was engineered to distinguish between oil and water with unparalleled accuracy.

SPECIFICATIONS

PART NO.
FS20-X090

SPECIFIC 
GRAVITY

TEMP
(MAX)

PRESSURE
(PSIG MAX)

SWITCH

FS20-0090

.90 150°C 750

50 WATT

FS20-1090 100 WATT

FS20-2090 100 WSPDT

Contact Us Today: Discover the difference with the FS20-X090. For more information or to discuss your specific 
needs, reach out to our team of experts. Let us help you achieve the precision your processes deserve. 
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Wires 22 AWG

5/8” HEX

1/4” 
NPT THD

Clip

NC

ON

24.0” [609.6 mm]

0.62” [15.74 mm]

3.52”
[89.4 mm]

2.9”
[73.66 mm]

2.10”
[53.34 mm]

Float
316 SS

Stem
316 SSReference Level

1.40” [35.56 mm]




